TCU Veson 1.0 - Timing Diagram

- 108ns >
RHIC Clock
[ [
- 27ns >
4 x RHIC Clock
Input to TWLUT ! X X
8ns
Output from TWLUT '<_18ns_>X X
Input to PS Counter '4—20ns—>X X
Output Enable of j
PS Counter €4+—20ns—p= 54ns
Write Enable of
PS Counter ’1 81ns P 27ns P>
. [
Trigger Flag < 40ns L
Input to AWLUT I<—20”S—>X X
Output from AWLUT '< 30ns >X X
[
Read Token FIFO = 70ns L 45ns: >
[
Token FIFO Output 77ns >X

E. G. Judd 07/12/01



RHIC Clock

4 x RHIC Clock

Select AW and Token '« 75ns >le 70ns >

I
Latch AW and Token = 88ns .

and Token Selected '< 90ns

TRG Info Busif AW
>

Read Response FIFO |< 70ns >t 27ns >

Response FIFO Output |< 91ns >X

Select Response FIFO e 81ns > 70ns >

Latch Response FIFO ¢ 103ns g 27ns >

TRG Info Busif i X
Response FIFO selected % 105ns >

i
Write INFO FIFOs = 124ns P 27ns: >

NOTES
The Action Word and Token are selected if there ISaTrigger Flag
The Response FIFO isonly read and selected if thereisNO Trigger Flag AND the Response FIFO isNOT empty.
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